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Care-O-Valve LLC l Emdad L.l.c. PWS Manufacturing Sdn Bhd
Registered Office: Emdad Industrial Complex Lot 19, Jalan Anggerik Mokara 31/47
Via Fatebenefratelli, 30 Musaffah M45 - Abu Dhabi, U.A.E. Seksyen 31 40460 SHAH ALAM
20121 Milano - Italy Ph: +971 2 5507074 MALAYSIA
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info@care-o-valve.com info@pwsmanufacturing.com
www.care-o-valve.com www.emdad.ae www.pwsmanufacturing.com
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Davide Lisignoli Mr. Davide Lisignoli

Manager Director Director Valves and Wellhead Services
dlisignoli@care-o-valve.com Mobile +971 50 6920823

Mobile +971 50 6920823 e-mail: dlisignoli@emdad.ae

Andrea Rabbiosi

Service Coordinator
arabbiosi@care-o-valve.com
Mobile +39 345 7529706

Administration
amministrazione@care-o-valve.com
Mobile +39 349 7562903




Mobile Workshop

After a long field experience
Care-0-Valve has understood
the importance to be ready,
when required, to take action also
in the remote and high risk areas with
all the technical capacities developed
over the years. To be ready Care-O-Valve
has designed a mobile container work
shop (20 ft & 40 ft) full equipped for
any kind of requirement and operation,
suitable for onshore & offshore facilities.

Air compressor,
screw type
+ Refrigeration Air Dryer

+ Hyperfilter & Vertical Tank

Model:

ROTAR QUADRO 1510
Fini, Italy
Capacity/Size:

Air flow:52.6Cfm, 1490L
Min,93m3/hr

Free air delivery:
894L/MIN,31.56Cfm
Max. pressure: 10 bar.
Vertical Tank:

300 Ltr, 10 bar 1

Diesel Engine Generator.
Model:

YH550DTLS-5B Yanmar, Japan
Capacity/Size:

Type: Enclosed, Silent type.
Voltage: 220-380V.

Fuel tank capacity: 85 liters.

The workshop is usually provided with

all the necessary employees and tools

necessary for the specific activities.

Power requirement: 30 KW

Certification:

e Generator Compliance to Zone Il

¢ Overhead Crane Lift Rating Certification

e Jib Crane Lift Rating Certification

e Container Maximum Load Rating
Certification

Each Mobile Workshop includes:

Pillar Drilling
& Bench

Grinder.
Capacity/Size:
Electrically operated
34" drill capacity.

Tools Trolley & Hand
Tools Kit Box.

Capacity/Size:
Medium Size.
Hand Tools,
Air Tools,
Miscellaneous

& Accessories.
Capacity/Size:
Various.

Center Lathe.

Capacity/Size:
Medium Size
Swing over bed
10" Dist B/W
centers -18”.

Safety Valves Test Rig.
Capacity/Size: | Ansi Bubbler Digital
From 1” to 16”. | Bubbles Counter:
Water Test: up to 435 bar | 3bls/sec. max
Gas Test: Nitrogen up to 435 bar. | Water Column
Leak Detection: API527 PSV test | Max 32cc.
equipment.

1x Pressurization
Skid.

Model: Think’ PC Progetti,
mod. SKM-100, Made in Italy.
Capacity/Size:

Water Test: up to 700 bar.
Gas Test: Nitrogen

up to 460 bar.

Work
Benches.

Capacity/Size:
5ft L x 3Ft
W x 3Ft H.

Overhead Crane

and Jib Crane.
Capacity/Size:
1 Ton capacity.




